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486 AQUA SWIMMING POOLS / POOL, SPA, FOUNTAIN EQUIPMENT & ACCESSORIES CATALOGUE 2024 
 

 

 

 

 

 

 

 

 

 

CHOOSE YOUR MODEL 
 

 

 
CITY POOL 

475x243x135cm 

Weight: 400 kg 

WANAKA 850 

850x370x150cm 

Weight: 920 kg 

 
 
 
 
 

 

WANAKA 1000 

1000x370x150cm 

Weight: 1050 kg 

TECHNOLOGY 

 

KORO 
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Technical features 

 
 
 

 

 

• Our fibreglass pools are especially suited for severe climate 

conditions due to their resistance to big temperature changes 

• All layers are of the highest quality and sourced from world 

famous producers 

• Our pools can be stacked inside each other so transportation 

costs are reduced 

 
 
 
 
 
 

 
1. 3D Ultra Granicoat – first osmose prevention 

2. Colour Gelcoat - second osmose prevention 

3. Modified Vynilester layer 

4. Second modified Vynilester layer 

5. Third modified Vynilester layer with Ceramic Silica spheres 

6. Termolite acryllic shell - 1st layer 

7. Termolite acryllic shell - 2nd layer 

8. Termolite acryllic shell - 3rd layer 

9. Honeycomb structure (in some parts of pool) 

10. Hard PU foam for pool strength and insulation for side walls 

 

 
CHOOSE YOUR COLOUR 

 
SOLID "GELCOAT" SURFACES: 

 

 
Almond Desert Sand Black Pearl Granite Pearl Dark Nightpearl 
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Technical features 

Dimensions 

 
 
 
 
 
 
 

 

  
 

• Ideal for transportation as it can fit inside a closed container 

• Can be used as a swim spa or pool for limited spaces, 

• Includes a build-in box for mechanical equipment 

• Dimensions: 475cm x 243cm x 135cm 

• Weight: 400kg 
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POOL MODEL “KORO” 

Technical features 

 
 

 

 

 

• Delivered with double sided steps to perfectly fit into any garden 

• Can be easily used as a swim spa 

• Dimensions: 500cm x 265cm x 140cm 

• Weight: 400kg 

 

 

 

 

 

 

 

 
 

 

 

   

Dimensions 
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Technical features 

Dimensions 

 

 

 

 

 

 

 

  
 

• Modern style rectangular pool with two sides of 5 

wide steps 

• This pool can be supplied with a slat cover system 

• Dimensions: 650cm x 330cm x 150cm 

• Weight: 650kg 

 

 

 

 

 

 

 

 

 

    
MODEL “WANAKA 650” 
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Technical features 

Dimensions 

 
 

 

 

 

• Modern style rectangular pool with two sides of 5 

wide steps 

• This pool can be supplied with a slat cover system 

• Dimensions: 750cm x 370cm x 150cm 

• Weight: 820kg 
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Technical features 

Dimensions 

 

 

 

 

 

 

 

  
 

• Modern style rectangular pool with two sides of 5 

wide steps 

• This pool can be supplied with a slat cover system 

• Dimensions: 850cm x 370cm x 150cm 

• Weight: 920kg 

 

 

 

 

 

 

 

 

 

 

 

    
MODEL “WANAKA 850” 
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Technical features 

Dimensions 

 
 

 

 

 

• Modern style rectangular pool model with two sides 

of 5 wide steps 

• This pool can be supplied with a slat cover system 

• Dimensions: 850cm x 370cm x 150cm 

• Weight: 920kg 
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INSTALLATION 
Before any pool installation, please consult your building 

specialist for pool installation in your territory. In cases when 

soil is unstable or specifically when there is a downhill or other 

nonstandard situation, additional soil and pool reinforcements, 

indicated by the building specialist, may be required. 

• Before digging the hole, determine where the pool will be 

located 

• Be sure there is enough space for delivery of your pool. 

There has to be an approach road wide enough, and the 

possibility of a crane to unload the pool into the prepared 

location. 

• The width of the hole has to be 300mm wider than the width 

of the external walls of the pool. The depth of the hole has 

to match the requirements stated in the instructions 

• The pool base requires a drainage layer of crushed stone. 

• We recommend lining the walls and base of the pool with 

GEOTEXTILE - in that way the new soil will be separated from 

the old soil 

• Perform the installation of the pool equipment including 

connecting the water assembly, water filling details, 

projector and so on 

• Connect tubing and electrical systems. 

• If the pool is not covered with heat isolation material by the 

factory, we recommend covering it yourself, especially if the 

water will be heated 

• Only when all tubing elements are connected, can you fill 

the pool with water. 

• IMPORTANT! When filling the external areas of the pool, 

please ensure the pool itself is filled with water, in parallel 

• When adding the crushed stone, make sure that all gaps 

are completely filled, especially around the pool base and 

steps 

• We recommend compressing the soil by watering and/or 

using spade or shank. If the hole was made much bigger 

than indicated by the instructions, all external parts has to 

be filled with crushed stone. Regular soil is not stable enough 

for filling 
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1 Fibreglass pool 

 
 

 

AQUA FIBERGLASS POOL GUARANTEE 

All Aqua fibreglass pools are provided with 10-year warranty, subject 

to the pool being installed correctly according to the instructions 

manual: 

1. The fiberglass pool has to be deepened into the ground for 135cm 

2. If the pool is not supplied with a polyurethane foam cover by 

the factory, we recommend covering it with a 30mm thick sheet of 

polyurethane foam 

 

3. The exterior of the pool has to be filled with crushed stone (8mm - 

32mm), with a thickness of no less than 300mm from the pool wall 

 

4. A 5cm layer of fine crushed stone is required to even out the 

surface 

5.  The pool foundation/base requires 300mm of thickness of crushed 

stone (8mm - 32mm) 

When filling the external areas around the pool, the pool itself has to 

be filled with water in parallel. During the filling process, the level of 

water has to be equal to the level of crushed stone with a deviation 

of no more than 10cm. The filling of the hole should start at the ends of 

the pool to ensure stability of pool. 

 

When filling the external areas, watch the movement of the pool 

body at the widest point (to the outside or inside), allowing possible 

deviation of up to 5mm from original position. When lowing the pool 

into the hole, avoid any deformation of the pool body! During the 

filling of exterior areas with crushed stone, it is necessary to reinforce 

the body of the pool using across spokes. 

ATTENTION! 

When groundwater is high, drainage is required around the entire 

perimeter of the pool. If the client is not making a drainage system, the 

contractor is not responsible for any damage caused by groundwater. 

During the winter, the pool has to remain filled with water, with the 

added installation of ice separation sheets in the pool. The guarantee 

is not valid, if defects appear because of: 

- Inappropriate care 

- Inappropriate exploitation 

- If the pool was left empty during the winter time 

- The pool was built and installed without following the correct 

instructions 

 

MAKING THE DRAINAGE: 

When groundwater is high or there is a high risk of it (poor drainage 

caused by clay based soil) it is necessary to make a drainage system 

around the pool base. A drainage system will protect the body of the pool 

from potential deformations, caused by water movement around it. 

Groundwater also has an impact on the pools water temperature. 

Never drain the pool, until you are sure there is no groundwater in the soil! 

We recommend making a drainage system by surrounding the pool with 

PVC drainage tubes 

(with a Geotextile shell), and PVC drainage manholes. 

Before preparing any drainage system, it is necessary to consult a 

specialist, who can advise on the various soils and needs corresponding to 

the correct drainage system and tube diameter. 

 

If there is no natural drainage on the property, it is necessary to use a 

drainage pump. The lowest part of the drainage system has to be lower 

than the pool floor. 

 

ATTENTION! 

If the pool is drained for cleaning or any other maintenance, it has to be 

refilled with water right after the operation is complete. Do not leave an 

empty pool for longer than 1 day. 

The pool has to be filled with water in any season, even if it is not in use. 

 

 

 

Polyurethane foam (30mm thickness, recommended) 

Crushed stone (Min. 300mm thickness) 

Fine gravel layer (5cm thickness) 

 

Dense pillow of crushed stone (300mm thickness) 

Honeycomb bottom 

Drainage system 

 

Concrete armed beam (30cm x 30cm ) 
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